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FOR CAST-IN-PLACE CANTILEVER RETAINING WALLS, SEE CAST-IN-PLACE CANTILEVER RETAINING WALLS PROVISION.

RETAINING WALLS NO. 3 AND 4 ARE DESIGNED FOR A TRAFFIC SURCHARGE AND VEHICULAR IMPACT.

VERIFY THE REQUIRED BEARING CAPACITY OF 2.5 KSF DURING CONSTRUCTION.

CONSTRUCT RETAINING WALLS NO. 3 AND 4 TO THE DIMENSIONS SHOWN TO INCLUDE WALL EXTENSION, EMBEDDED FOOTING, AND KEY.

CONCRETE SHALL BE CLASS A.

CHAMFER ALL CORNERS OF THE EXPOSED CAST-IN-PLACE CONCRETE RETAINING WALL.

OR APPROVED EQUAL. 

A FENCE IS REQUIRED ON TOP OF RETAINING WALLS NO. 3 AND 4.  FENCE SHALL BE AMERISTAR MONTAGE PLUS (MAJESTIC STYLE), 

THE ORNAMENTAL FENCE SHALL BE BLACK.

OR APPROVED EQUAL.

ALL BOLTS SHALL BE HILTI ‡" DIAMETER HAS-E HDG ANCHOR ROD WITH HILTI HY 200 ADHESIVE EMBEDED A MINIMUM OF 7-‡", 

SURCHARGE AND VEHICULAR IMPACT HAVE BEEN ACCOUNTED FOR IN THE DESIGN.

THE RETAINING WALL HAS BEEN DESIGNED IN ACCORDANCE WITH THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS.  A TRAFFIC 

SECTION A-A

RETAINING WALL 4 - ELEVATION

RETAINING WALL 3 - ELEVATION

ORNAMENTAL FENCE DETAIL

A

A

A

A

JOINT ON BOTH SIDES OF THE WALL AT ALL CONTRACTION JOINTS.

CUT EVERY OTHER HORIZONTAL BAR AT CONTRACTION JOINT LOCATIONS, EXCEPT TOP AND BOTTOM BARS.  PROVIDE ƒ" TOOLED

VERTICAL CONTRACTION JOINTS IN WALL SHALL BE SPACED NO GREATER THAN 15'-0" ON CENTER ALONG THE LENGTH OF THE WALL. 

FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.

NO. 3 AND 4.  SEE CAST-IN-PLACE CANTILEVER WALLS PROVISION FOR TEMPORARY SHORING FOR WALL CONSTRUCTION.

AT THE CONTRACTOR'S OPTION, "TEMPORARY SHORING FOR WALL CONSTRUCTION" MAY BE USED TO CONSTRUCT RETAINING WALLS 

OF THE STANDARDS AND SPECIFICATIONS. 

BACKFILL FOR THE CIP CANTILEVER RETAINING WALLS SHOULD BE CLASS II SELECT MATERIAL.  SEE SECTION 1016

CONSTRUCT WEEP HOLES AS DETAILED.  A DRAIN PIPE IS NOT REQUIRED FOR RETAINING WALLS NO. 3 AND 4.

NOTE:  FINISHED GRADE NOT SHOWN FOR CLARITY.

NOTE:  FINISHED GRADE NOT SHOWN FOR CLARITY.

ORNAMENTAL FENCE PAY LENGTH:    261.00 LIN. FT.

POST (VERTICAL)

2•"x2•" FENCE

APPROVED EQUAL.

STYLE) FENCE OR 

PLUS (MAJESTIC

AMERISTAR MONTAGE 

FENCE NOT SHOWN FOR CLARITY.
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5,440 LBS.

CLASS A CONCRETE BREAKDOWN

POUR #1 (KEY, FTG. & LOWER STEM) 33.8 C. Y.

POUR #2 (UPPER STEM) 19.9 C. Y.

TOTAL CLASS A CONCRETE 53.7 C. Y.

BAR NO. SIZE TYPE LENGTH WEIGHT

REINFORCING STEEL

RETAINING WALL #4

5

5

5

5

1

1

STR

STR

9,672 LBS.

CLASS A CONCRETE BREAKDOWN

POUR #1 (KEY, FTG. & LOWER STEM) 60.1 C. Y.

POUR #2 (UPPER STEM) 35.3 C. Y.

TOTAL CLASS A CONCRETE 95.4 C. Y.
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